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Nylon sleeve
PVC Jacket

PVC Inner Jacket

’— Braiding Shield

[— AL foil Shield
PVC Insulation

Alpha-Tinned copper Drain — Alpha-Tinned copper conductor
AL foil Shield 7 FE Insulation
.\. —— Alpha-OCC (Silver plated )

Features
- Main conductor: Silver-plated a (Alpha) OCC Conductors

- Main Insulation: Special-grade high-density polyethylene
« 3-layer shield construction for improved noise insulation

- Connectors: Furutech-engineered 24k gold-plated USB series Connectors

- The best damping and insulation materials for improved frequency extension and tonal balance
+ Cable Types

o GT2 USB-A (Type A-A) / USB-B (Type A-B) / USB-mini B (Type A-mini B)

- Cable Lengths

o 0.6m (2ft) / 1.2m (4ft) / 1.8M (6ft) / 3.6m (12ft) / 5.0m (16.5ft)

o 7.0m (23ft) and 10.0m (33ft) by request
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Shipping Address: 5109 Harvester Rd, Unit B2 « Burlington « Ontario « Canada « L7L 5Y4
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Specifications
Specifications
Item
28AVWWG (1pn) 24AMNG (2C)
Material Silver-plated a (Alpha) OCC a (Alpha) Conductor
Conductor
Construction (pc/mm) /012 7/0.16
Special-grade high-density Special grade SR-
Material polyethyle ne (White/Green) PvVC
Insulation (Red/Black)
Avg. Thickness (mm) 0.34 0.26

Diameter (mm)

0.9+0.05mm

1.00+0.05mMm

Shield-1 Method

100% Aluminum/Mylar foil wrap

Material

a (Alpha) Conductor

Drain Wire

Construction (pc/mm)

7/0.16

Shield-2 Method Al/Mvylar, outside 100% coverage with 25% overlap
Shield-3 Method O.1mm braided a (Alpha) Conductor
Material RoHS-compliant flexible PVC (Blue)
Sheath-1 _
Diameter (mm) 4.5+0.15
Sheath-2 _ RoHS-compliant flexible resonance-damping PVC
Material
(Black)
Diameter (mm) 6.0£0.15
Sleeve Material Nylon yarn braid (Blue/Black)

Overall Diameter (mm)

6.4x0.15

Electrical Properties

[tem Specifications

Max. Conductor Resistance 2BAWG:192.2 O/km  |24AWG:133 O/km |JIS3005 6 20°C
Min. Insulation Resistance 100 MO/KmM JIS3005 9.1 20°C
Dielectric Strength AC 500 VA min JIS3005 8
Characteristic Impedance 90+15% Q at 10mHz
Capacitance 20 pf /1t at 1kHz

Transmission Delay Time 30+£15%ns
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